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KVA LOADS
AT ALL PULLBOXES, ENDS OF CONDUITS : DIRECTORY BRKR POLE CKT # KVA KVA CKT # POLE BRKR DIRECTORY
SULL B SEED WIS ELECTROAL | TRANSMITIER HEADS 1 2
APPROVED GROUND CLAMP FOR INSTALLED AND PROPERLY TESTED. NEXTEL SUB PANEL FEED| 100 3 3 4 3 60 |TRASHCOMPACTOR
AND_ GROUND 70 DRIVEN GROUND ROD. PERA 5 6
. TEM TURE
SENSOR 7 8 1 15  |PANEL RECEPTACLE
) GATEACTUATOR #1 20 3 9 10 14 15 SCADA PANEL "CP-1"
L A NE 11 12
! \z/ ! ACTUATOR 13 14
MOTOR GATEACTUATOR#2| 20 3 15 16
17 18
19 20
LOCAL 21 22
DISCONNECT " ”
: ; D @ D /— 25 26
_/ B 27 28
6" MIN. BED OF CRUSHED ) 29 30
STONE FOR DRAINAGE SUBTOTAL SUBTOTAL
#6 %‘&% %’Rgﬁgﬁﬁgnﬁ‘g‘ﬁe VOLTAGE: 1201208 TOTAL kKVA 0.00 PANEL NAME: MAIN PANEL
GROUND RODS. CONDUITS /R ACEWAYS AS MAIN BREAKER: 200 TOTiAL AMPS 0 LOCATION: ELECTRICAL AREA
INDICATED ON DRAWINGS. USE BUSES: 200 MOUNTING: SURFACE
LONG SWEEPING ELBOWS (PVC)' PH & WIRES: 3PH4W AIC RATING: SEE SPECS
. . NOTES:
P HAND HOLE 1. PROVIDE SQUARE D TYPE QO CIRCUIT BREAKERS AS SHOWN
NOTES: (17X30X12)
1. CONDUITS NOT TERMINATING IN OR AT THE PULLBOXES SHALL NOT ‘
RUN THROUGH PULLBOXES, UNLESS REQUIRED FOR PULLING.
2. FINAL DIMENSIONS OF PULL BOXES SHALL BE AS VERIFIED IN THE —11L" Cl ICAL
FIELD AND SHALL BE IN ACCORDANCE WITH NEC. 1 1cl(é)N¢DL?ITHFg|g ggﬁTgl(-)ECTWQRRCING of / 5 \ ELECTRICAL PANEL SCH EDULE
3. PULLBOX COVERS SHALL BE CAST IRON. TENS e
PULLBOX N. PROVIDE EXTENSION AS (35, #14 AWG) , E—200 NOT TO SCALE
4, PULLBOXES SHALL BE PRECAST, AND SHALL BE ROW H20 RATED. "
1—-1%"9 SCH 80 PVC ELECTRICAL CONDUIT
FOR LEVEL TRANSDUCER "
AND TEMPERATURE SENSOR INSTRUMENT ELECTZR%:LV%OSN?&%
/a \ (ANALOG INSTRUMENTS ARE SUPPLIED WITH
1 PULLBOX DETAIL PRE—FABRICATED WIRE IN LENGTH SPECIFIED)
\g—zoo/ NTS v
1-1%"¢ SCH 80 PVC ELECTRICAL CONDUIT § On GNUSED SPACE BETWEEN P
FOR ACTUATOR POWER WIRING
(10, 112 AWG) AND EXISTING LOAD CENTER
1%"¢ PVC SPARE
‘ / ELECTRICAL CONDUIT
i \/\ P EXISTING
A P L7 ' LOAD CENTER
EARTH FILL: Rl 7
et NEW GATE ACTUATOR
e : SCADA CONTROL PANEL
P (cP-1)
MAGNETIC YELLOW WARNING
N TAPE "CAUTION ~ ELECTRIC
S LINE BURIED BELOW”
. - [oonour 7 / 3\ ELECTRICAL WIRING DETAIL
[=} -,
5 3 \E—zoo/ NOT TO SCALE
(@]
5 )
B
7| RO o
3/4" GRAVEL — INSTALL WHERE PANEL SHALL BE
. REQUIRED FOR WATER DRAINAGE MOUNTED TO FABRICATED
4.0 UNISTRUT FRAME \
USING 1 5/8” UNISTRUT 1 =
CP-1 EXISTING
DISCONNECT
/ 2\ ELECTRICAL CONDUIT TRENCH DETAIL
\E—ZOO/ NOT TO SCALE :
S
CONSULTANT SEAL (CONSULTANT
‘ , . : INFORMATION
NOTES: U
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH NFPA-70, 709 Westchester Ave., Suite L2 |
NATIONAL ELECTRICAL CODE (NEC). — White Plains, New York 10604 |
2. ALL MOTOR SAFETY SWITCHES, DISCONNECTS AND MOTOR STARTERS ARE G, N, 8004264262 | www.woodardcurran.com
PROVIDED BY DIVISION 16000 UNLESS NOTED AS FURNISHED WITH WOODARD COMMITMENT & INTEGRITY DRIVE RESULTS
EQUIPMENT (FWE). & CURRAN
3. ALL PENETRATIONS SHALL BE SEALED WITH UL APPROVED FIRE SEALANT 11T o
MATERIAL TO MAINTAIN THE RATING OF THE SEPARATION. |
4. ALL ENCLOSURES, CONDUIT BODIES AND THEIR COVERS CONTAINING FIRE SPARE
ALARM SYSTEM CONDUCTORS SHALL BE PAINTED RED. __— CONDUITS REVISION VMALE | APP'D
P NUMBER | PATE | By BY REVISION
5. AN EQUIPMENT GROUNDING CONDUCTOR SHALL BE INSTALLED WITH +
EVERY FEEDER AND BRANCH CIRCUIT. ] | RECORD DRAWING CERTIFICATION
6. FLEXIBLE CONNECTIONS TO MOTORS SHALL BE LIQUID TIGHT FLEXIBLE ' ~
METAL CONDUIT, UNLESS OTHERWISE NOTED. [ 1 AS BUILT — CHANGES AS NOTED
[ AS BUILT — NO CHANGES
7. ALL HARDWARE, SLIDE GATES AND ELECTRIC OPORATORS TO BE |
SUPPLIED BY WESTCHESTER COUNTY. EXISTING CONTRACTOR PROJECT COORDINATOR
~ CONCRETE PAD , NAME NAME
8. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLY OF ALL MATERIALS | ~ SIGNATURE SIGNATURE
RELATED TO INSTALLATION (I.E. ADHESIVES, GROUT, ETC.) ' ‘ TTLE T DATE TTLE DATE
. ' CONTRACT SHEET
9. TEMPERATURE SEENSOR SHALL BE INSTALLED INSIDE 2" PERFORATED WESTCHESTER COUNTY, NEW YORK |NOMBER NUMBER
SCH80 PVC PIPE. . e ©
| [ 4N\ CP—1 MOUNTING DETAIL DEPARTMENT OF PUBLIC WORKS 09-534 | E-200
\g—zoo/ NOT TO SCALE ANY ALTERATION OF PLANS, SPECIFICATIONS, /
, | | PLATS AND REPORTS BEARING THE SEAL OF A DIVISION OF ENGINEERING SHEET Ng' 1_12 oF 19
, LICENSED PROFESSIONAL ENGINEER OR SCALE: N.T.S.
IN CHARGE oF .ACC | LICENSED LAND SURVEYOR IS A VIOLATION OF MANURSING LAKE TIDAL GATE DATE: 06/29,/2009
LK | SECTION. 7309 OF THE REPLACEMENT AND AUTOMATION
CHECKED BY L HE NEW YORK STATE DPW FILE NO REV
R EDUCATION LAW, EXCEPT AS PROVIDED FOR BY RYE, NEW YORK ’ I\E).'
MADE BY — CJB\DCC | SECTION 7209, SUBSECTION 2. PROPOSED ELECTRICAL LAYOUT PLAN 1-00-U-537 |0




