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ADDENDUM NO. 1
WET WEATHER OPERATIONS PLAN
MAMARONECK WASTEWATER TREATMENT PLANT

WESTCHESTER COUNTY DEPARTMENT OF ENVIRONMENTAL FACILITIES
WESTCHESTER COUNTY DEPARTMENT OF PUBLIC WORKS AND TRANSPORTATION

This Addendum No. 1 applies to the January 2014 Wet Weather Operations Plan for the Mamaroneck
Wastewater Treatment Plant as prepared by GHD Consulting Services Inc.
1. Section 6.3 (Secondary Treatment)

Add the following at the end of the second paragraph.

In order to maintain a consistent removal of solids from the secondary treatment process, the

waste activated sludge pump system output flow should remain constant to the sludge transfer
wet well during periods of dry and wet weather flow conditions.

2. Table 6-1

Add the following:

Normal Operation Wet Weather Operation

Return Activated Sludge  Adjust pump output to maintain  Adjust pump output to maintain

Pump System consistent return rate consistent return rate

Waste Activated Sludge  Maintain constant pump system Maintain constant pump system

Pump System output to sludge transfer wet output to sludge transfer wet well
well

Sludge Transfer to New Maintain constant pump system Maintain constant pump system

Rochelle WWTP output to New Rochelle WWTP  output to New Rochelle WWTP

Odor Control System Maintain system operation Maintain system operation

Standby Power System not in operation; in System not in operation; in
standby mode standby mode
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Robert Butterworth, P.E.
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